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AL-KO TUBE AXLES 
THE STRONG LIGHTWEIGHT AXLE SOLUTION
AL-KO Tube Axles offer significant weight saving compared to a solid beam. Due to their stiffness & design, capacity 
doesn’t reduce proportionally to weight. Tube Axles can be made in traditional configurations (straight & overlay) with or 
without brakes.

Making AL-KO Tube Axles attractive to manufacturers and end users who want to reduce weight of their trailer or caravan 
whilst maintaining carrying capacity. 

The range of AL-KO Tube Axles are made in Australia from premium materials specifically to suit Australian conditions.  
Axles and drums can be zinc plated for a superior finish and durability i demanding conditions.

For more information visit the AL-KO website.

Wheel Overhang

PRODUCT RANGE

Capacity  
(GTM) Axle Type Bearings Tube Axle  

Material Grade
Tube Material   
Dimensions (mm)

Highway Max  
Wheel Overhang

Off-road Max  
Wheel  Overhang

1450 kg Straight/ Overlay Slimline C450 50x50x6 285mm 215mm

1600 kg Straight/ Overlay Parallel C450 50x50x6 260mm 195mm

Note: AL-KO advise the 
“overhang length” as the 
distance from the centre of 
the spring pack to the centre 
of the tyre.

 P  Up to 40% lighter than a solid beam

 P  Removes weight whilst maintaining capacity

 P  Premium zinc plated axles & drums

 P  High strength C450 grade tube material

 P  Made in Australia for Australian conditions

 P  Available in straight & overlay configurations

alko.com.au

AL-KO TUBE AXLES 
THE STRONG LIGHTWEIGHT AXLE SOLUTION

without brakes.

This makes AL-KO Tube Axles attractive to manufacturers who want to reduce weight of their trailer or caravan whilst 
maintaining carrying capacity. 

 

For more information visit www.alko.com.au

VIC: 67 Nathan Road, Dandenong South, 3175 Phone: (03) 9767 3700 Fax: (03) 9792 0877

NSW: 26 Hallstrom Place, Wetherill Park, 2164 Phone: (02) 8784 9400 Fax: (02) 9725 4557

QLD: 13 Union Circuit, Yatala, 4207 Phone: (07) 3386 6300 Fax: (07) 3386 6399

GUIDE TO TECHNICAL
TERMS / AXLE ORDERING

We have listed below some technical terms you may be asked to provide to ensure your axles are made to the correct 

axles.

 Capacity = Total weight of trailer + payload

 Face to face – mounting face of drum/hub from one side to the other

 Chassis width – is measured from outside the chassis rail

 Tyre clearance – distance between inside of body and tyre (per side)

 Stud pattern – The location and size of wheel studs on the hub face (see page 4 for PCD chart)

ATM (Aggregate Trailer Mass)

Tyre Track

Chassis Rail

Tyre Clearance

Spring

Wheel/Tyre Back Space

Axle Size

Chassis Width

Wheel Overhang
Hub Face to Face

Maximum width   

 Up to 40% lighter than a solid beam

 Removes weight whilst maintaining capacity

 Premium zinc plated axles & drums

 High strength C450 grade tube material

 Made in Australia for Australian conditions


Wheel Overhang

PRODUCT RANGE

Capacity  
(ATM) Axle Type Bearings Tube Axle  

Material Grade
Tube Material   
Dimensions (mm)

Highway Max  
Wheel Overhang

Off-road Max  
Wheel  Overhang

1450 kg Straight/ Overlay Slimline C450 50x50x6 285mm 215mm

1600 kg Straight/ Overlay Parallel C450 50x50x6 260mm 195mm

Note: AL-KO advise the 
“overhang length” as the 
distance from the centre of 
the spring pack to the centre 
of the tyre.
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